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Zimberg After Sales Service

East Azerbaijan West Azerbaijan Ardabil Isfahan

Albol Tehran Chagarmahal and Bakhtiari South Khorasan

Razavi Khorasan North Khorasan Khuzestan Zanjan

Semnan Sistan and Baluchestan ars Ghazvin
Ghom Kordestan Kerman Kermanshah
Kohgiluyeh and Boyer-Ahmad Golestan Gilan Lorestan

Mazandaran Markazi Hamedan Yazd

For more information about the contact details and
address of the company’s Authorized Service Centers,
please visit our website ZIMBERGCO.COM or call free
telephone No0.90008009
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A WARNING:

GENERAL SAFETY RULES

Read and understand all instruction. Failure to follow all
instructions listed below may result in electric shock,
fire and/or serious personal injury.



Safety rules

Workplace

a) Keep the workplace clean and bright. Chaotic and dark
places can cause accidents.

b) Do not operate electric tools in explosive environment,
such as flammable liquid, gas or dust. Sparks generated by
electric tools will ignite dust or gas.

c) Allow children and bystanders to operate power tools after
leaving. The external mind will make you relax.

Electrical safety

a) The plug of electric tools must match the socket. Never
modify the plug in any way.

b) Avoid human contact with grounded surfaces, such as
pipes, fins and refrigerators. If your body is grounded, it will
increase the risk of electric shock.

c) Electric tools shall not be exposed to rain or humid
environment. Water entering electric tools will increase the
risk of electric shock.

d) Do not misuse wires. Never carry, pull or unplug electric
tools with wires. Keep power tools away from heat, oil, edges
or moving parts. Electric shock risk will be increased by the
affected or connected wires.

e) When using electric tools outdoors, use external wires
suitable for outdoor use. Connecting wires used outdoors will
reduce the risk of electric shock.

Personal safety

a) Keep alert, pay attention to the operation and stay awake
when operating electric tools. Never operate electric tools
when there is fatigue, drug, alcohol or treatment reaction.
Distraction during operation of electric tools can cause serious
personal injury.

b) Use safety devices. Always wear goggles. Safety devices,
such as dust masks, anti-skid safety shoes, hard hats and
hearing protection devices under transparent conditions, can
reduce personal injury.
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¢) Avoid sudden starting. Make sure that the switch is in the off
position when inserting the plug or battery pack. Putting your
finger on the switch that has been powered on or inserting the
plug when the switch is on may cause danger.

d) Remove all adjusting copper spoons or spanners before
turning on the electric tools. Hands or keys left on rotating parts
of electric tools may cause personal injury.

e) Don>t stretch your hand too long. Always pay attention to
your feet and body balance. In this way, the electric tool can be
well controlled in case of accidents.

f) Dress well. Don>t wear loose clothes or accessories. Keep
your hair, clothes and sleeves away from moving parts. Loose
clothing, accessories or long hair may get involved in moving
parts.

g) If devices for connecting with chip removal devices and
dust collection devices are provided, ensure that they are well
connected and used properly. Using these devices can reduce
the danger caused by debris.

Use and precautions of battery tools

a) ensure that the switch is in the off state before inserting into
the battery box. Inserting the battery box into the electric tool
whose switch status is on will cause accident.

b) Only use the charger specified by the manufacturer for
charging. There is a fire hazard when a charger suitable for one
battery box is used in another battery box.

¢) Only use electric tools with special battery boxes. Use of other
battery boxes may cause damage and fire hazard.

d) When the battery case is not in use, keep it away from other
metal objects, such as paper clips, coins, keys, nails, screws or
other small metal objects to prever one end from connecting
with the other end. A short circuit at the end of the battery may
cause spontaneous combustion or fire.

e) In case of misuse, the liquid will spill out from the battery:
avoid contact. If it is accidentally touched, rinse it with water.
If the liquid touches your eyes, seek medical help. The liquid
splashed from the battery will corrode or burn.
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Maintenance

a) You must use the same spare parts to replace your electric
tools when they are delivered to professional maintenance
personnel. Tools with sharp cutting edges are not easy to jam
and easy to control.

Safety rules for battery packs

1. Before any work (such as tool change, inspection,
maintenance, handling, storage, etc.), the positive reverse
switch slider must be set (switch locked) and then the battery
pack must be removed

2. Before using the machine, check whether the battery pack
has been installed properly.

3. When charging, the battery pack will become slightly
hot, which is a normal phenomenon. 4. Do not charge the
damaged battery pack.

5. After charging, please cut off the power supply first and
then pull the battery pack away from the charger. Do not
keep the battery pack in the charger for a long time.

6. When the machine is not in use, do not plug the charged
battery pack into the charger.

7. Do not disassemble the battery pack on the test ring When
maintenance or repair is required, it should be handed over
to professional maintenance personnel. Incorrect assembly
may cause electric shock or fire hazard.

8. Do not short circuit the battery pack.

9. It is forbidden to put the battery pack into the fire, which
may cause explosion hazard.

10. It is forbidden to fall, shake and impact the battery pack.
11. Do not use the battery pack as a coconut head. Knocking
may cause accidental short circuit, fire or even explosion.

12. The battery pack must be kept away from high temperature
or flame! Do not put the battery pack on the heater, or expose
it to strong sunlight. If the temperature is too high, it may
explode.

13. The workplace must be well ventilated. The toxic gas
emitted by the battery pack that is not used

L 10

6I13g55 9 g

e loss jSIpe dy el culehd (aogel g jaesl digS)0 sl
sled aemlio Siuanj (g9 i

dalligiws @Galho il> Wliaexd o L S (€9 Gl m
35las Jrae 05wy (ol Losaly asyids 5 o3 3ub

Gle 9 Sl g juad 30U Lo aliws SBiws jl eslaiwl pSiom
Sobb guosS 9 (€9 05650 i

SJILs o)l ioal Josll jgiuws
a2y caowd I oslaiwl s 3 | 0wy (gleiawd olas )
uwlad pace jlol&iws jlostaiwl jl Jud .5l 55 g3 an oiw)
229 2 @l ahz) sployd Jols glivebl 2)5 b L asys
Solgs s an lath (3o L gl g3 S dael IS (s o
301150 (e diw) jl pSxo g JolS chyguo a1 6w 6)lgoo P
9 Sgiro OSws (595 loesh J3-iiS i alS cuw ool plil pse

Cudbls dolgs oo o (il Wlphs

301250 T aws o8 jl hsd 1) o8ws W

liagzd jl izon g 3 uS oslaitwl oz b Sleo Sliace jl I
ligad Sonlad oslaiwl ju5 Ly g cuws « jaw (b Se (gl hblxo
3255 L SleSU 3955 g Lo 03l ol 43 lodb jl cawlio oyl
siblo 3 lss Jolsd oS LolKie oiws ¢l jl .3uS (o (5 Sgl>
osleiwl ... g b by (gLidg sy (695 oliwy jl oslaiwl
oliws L IS (s 3 ool g ylasliwl usS jl adins .0
Sl 035j) jaé g Slo 2ghw (595 12 0)lga0 g 3 S o3kl
S @l s e Jlabl g 035je) 2ghun 69 2 48 1)
+3g40

S callo Yl h8 GiuhS cdls §y aS aslib (g p plBln ¥
Sl T

0500 [ j 3miS bluisl jhow Lo aslis ¢3S (upo pllio 53 .Y
0§ 0355 1S i) 15 0345 e Jl hiols (S8 clehs
34S 3lg au s cade Cauow

BaLC ]



Il 650 3esS ealaiwl oiws (sugls aiws jl Jos gl ojlgo A
Qlisabl ju=5j (59 2 Bdlzo jglS (pibls I8 jl g 034 2o olBliws
Sl a5 593 3o jl ) i g jgblw Cruowd (izes Snloyd Juols
UiS ahil g cwlio )15 gl Laisly dzyi6s wligiws @Golho 9
Sl e ylgo (ol plsiljose hoj s joladl Giwys ao | oz
0 Pl Gili8l el gizen g 330 IS s s jo)lS a a s
3358

au g S osleiwl Lge g asld G gl ol&iws ¢l jl ojlgaa 1o
Staolly IS G 3iilo yIsiliul paé glenslaiwl gl asg gro
Jou el B assS eslaiwl oliws ¢l I (Sleislw xJbao g
3350 (Sl iy hs

o LSS L (4 o)l aliws 3uly a S5 (b ) hdlsw L)
b= Logjb g 3o cueBgo g 3 ls 455 ja S LBLLaSTl 503 g
lolsdl ST sy 455 S g el o Biws (53) 35 jl (54Sol
S ) Sl (695 351950 SlS g caley Cays bliisl
SiS Jooe 8y L Lokl aiS

Crl 35 Uiy b ELal I U0 g 2SS g A I i | il IV
61259l oLzl L Leisl) dmein Sgi (wled jl L S0 SaS IS
Sl abls Jliol 69, Ga-ter J4HUS sl 989 thyguo 3 g Sgb
A4S 23S Jools (linabl g 5iiS wyp Lah) IS Egpib jI 8 IV
Glaziio b o Caaeidg g 335 5 gale jgb do 3lgi0 (64 o)
My cdslhn ol

b 3155 i) b T «sa5j ol (695 =22 J9lS Lo olSio 1N
035 s jode ()T (69 2 pa20j J9lS oS olSie (g pamij ol (g34S
9 39 i gz cuow doy b jolS A S 39 b Cuel ol (S
39 IS Slybl elibl oo o)l Ly (pasd cuwl a p=io
g9 o .l S5 eslaiwl (gl i 3-S5 3> g0l g3 p
J9= el IS ol plsdl o sciblbans cwlio glis)y g h8 sl aog
Sgien IS Jomo S3j5 3181 g 38 4 Il ol hs

according to the specified requirements or damaged may
cause personal injury.

14. When the temperature of the battery pack is too high or
the battery pack is overused, liquid leakage may occur. If the
leakage contaminates the machine parts, please clean these
parts and replace the contaminated parts if necessary. The
battery with leakage can no longer be used. If the leakage is
accidentally stuck on the skin, wash it with soap first, and then
clean it with lemon juice and vinegar; If the leakage touches
the eyes carelessly, wash it with clean water immediately and
go to the hospital for examination and treatment. The liquid
splashed from the battery pack will corrode or burn.

15. The battery pack shall be moisture-proof and mold proof.
Do not touch water or rain.

16. If the battery is not used for a long time, please charge
and discharge it every 2 months and fully store it again.
17. The storage environment temperature range of the
battery pack is 45-0 °C. If the ambient temperature is too
high or too low when the battery pack is stored, the capacity
of the battery pack will be affected.

18. The battery pack is a lithium-ion active material.
Under different temperatures, lithium. The ionic activity is
inconsistent, and the use time in winter will be shortened.
19. Avoid placing the battery pack near other metal objects,
such as coins, keys, nails, screws, or other small metal parts,
etc., because metal objects will cause electric shock to the
battery pack. When the battery pack is short circuited, it will
cause sparks, scalds, explosions, fires, etc.

20. Do not discard the discarded battery packs in general
household garbage, flames or water.

21. Please collect the damaged battery packs and send them
to the recycling center for treatment or dispose of them in an
environmentally friendly manner.

22. Do not charge the battery when the indoor temperature
is lower than 10 °C or higher than 50 °C; When the room
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temperature is lower than 0 °C, it may not be able to charge.
23. When charging, it is forbidden to place the battery pack
charger on combustible objects such as beds and sofas, and
try to place it on tile floors, cement floors and other objects.
24. when charging, please assign a special person to take
care of it. Overcharging is strictly prohibited.

Charging electric chain saw information description
Please refer to and follow the safety instructions, operating
procedures and warranty in this manual. Put the manual and
original sales data in a dry place for future reference
Warning: read the operation manual carefully before use. The
user should be familiar with the product function and basic
operation mode. Use and maintain the product according to
the instructions to ensure its normal operation. The product
manual shall be placed near the product.

Safety warning of rechargeable chain saw

1. When the chain saw is working, keep a certain distance
between each part of the body and the chain saw. Before
starting the chain saw, make sure that the chain does not
come into contact with any objects. During the operation
of the chain saw, even a momentary distraction may cause
clothing or body to be entangled by the chain.

2. Please hold the rear handle of the chain saw with your
right hand and the front handle of the chain saw with your
left hand. Holding the chain saw upside down with both
hands will increase the risk of personal injury. Therefore, do
not hold the rear handle with your left hand and the front
handle with your right hand.

3. Because the chain may come into contact with hidden
wires, only the insulated handle can be grasped when
operating tools. When the chain contacts the «live» wire, the
exposed metal part of the tool may also be «live» and cause
the operator to be electrocuted.

4. Please wear safety glasses and ear protection. It is
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recommended to further wear x protective devices to protect
the head, hands, legs and feet. Fully wearing protective
clothing will reduce personal injury caused by flying debris
or accidentally touching the chain.

5. Do not operate the chain saw in the tree. Operating a
chain saw in a tree may cause personal injury.

6. Be sure to stand firmly and stand on a fixed, safe and
horizontal surface before operating the chain saw. Slippery
or unstable surfaces such as ladders may cause the body to
lose balance or the chain saw to lose control.

7. When cutting the tree branches under tension, please
be alert to rebound. When the tension on the wood fiber
is released, the elastic force on the branch may impact the
operator and/or the chain saw and cause it to lose control.
8. Please be very careful when cutting shrubs and young
trees. The elongated material may jam the chain and strike
itself or cause itself to be out of balance.

9. Before carrying the chain saw, close the chain saw and
hold the front handle tightly to keep a certain distance from
the body. When transporting or storing the chain saw, be
sure to cover the guide plate cover. Proper operation of the
chain saw will reduce the possibility of accidental contact
with the running chain.

10. Lubricate, tension the chain and replace accessories
according to the instructions. Improper tensioning or
lubrication of the chain may cause the chain to break or
increase the possibility of rebound.

11. Keep the handle dry, clean and free of oil and grease.
Greasy handle is easy to slip, leading to tool out of control
12. Only for cutting wood. Do not use the chain saw for
purposes other than the design purpose. For example, do not
use the chain saw to cut plastic, stone or non wood building
materials. The use of chain saws for operations other than
those for which they are designed will lead to dangerous
situations.
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13. Causes of tool rebound and precautions for operators:
during cutting, if the head of the guide plate touches an
object or wood clamps and compresses the chain, rebound
may occur. Sometimes, when the head of the guide plate
touches an object, it will form a sudden reaction force,
which will bounce the guide plate and rush to the operator.
Squeezing the chain along the upper part of the guide plate
may quickly push the guide plate back to the operator. Any of
these reaction forces may cause the chain saw to lose control
and cause serious personal injury. Do not rely solely on the
safety equipment fitted to the chain saw. As a chain saw
user, you should take various measures to prevent accidents
or personal injuries during cutting. Incorrect operation of
tools and/or incorrect operation steps or operating conditions
will lead to rebound, which can be avoided by following the
precautions

Chainsaw

e Keep a firm grip, hold the chain saw handle with your
thumbs and other fingers, and adjust the position of your
body and arms to prevent rebound. If the correct precautions
are followed, the operator can control the rebound force.
Please be careful.

e Do not extend the tool too far and do not cut above the
shoulder. This helps prevent the head of the guide plate
from touching objects and better control the tool in case of
accidents.

e Please only use the replacement guide plate and chain
specified by the manufacturer. Using inappropriate
replacement guide plate and chain may lead to chain
breakage and/or rebound.

e Follow the manufacturer>s grinding and maintenance
instructions to maintain the chain. Reducing the height of
the depth gauge will lead to frequent rebound.

14. Before starting the operation, please check and ensure
that the chain saw can work normally Work and its status
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complies with safety specifications. Please check in particular:
The chain brake can work normally;

The jumping brake can work normally;

The guide plate and the sprocket shield are well matched with
each other;

The chain has been sharpened and tensioned according to the
specifications;

15. Do not start the chain saw when the chain cover is installed
on the chain saw. Starting the chain saw when the chain cover
is installed on the chain saw may cause the chain cover to strike
forward, causing personal injury or damage to the articles around
the operator.

Application

Cutting trees in orchards, trimming branches in municipal
gardens, cutting bamboo, chopping firewood for household use,
necessary for outdoor leisure, personal protective equipment
Operating instructions

1. How to remove the chain: loosen the pressing knob and
remove the pressing cover. (FIG 1)

Press knob Fig.1

Unscrew the compression knob counterclockwise and take down
the compression cover (side cover)




After removing the side cover, as shown in the figure,
directly remove the guide plate

2. How to install the chain guide plate: first install the chain
into the guide plate, and the middle guide is just clamped
into the guide groove of the guide plate.

Note: the knife of the chain faces forward!

Note: the charging power has a device to adjust the tension
of the chain. When installing the guide plate, make sure
that the adjustment block is clamped into the positioning
adjustment hole at the end of the guide plate! (Fig. 3 and
Fig. 4)

Align the pin hole and install the guide plate and chain

Install the side cover and tighten the nuts

3. How to adjust the tightness of the chain? The adjustment
standard is: lift the chain in the middle of the guide plate by
hand, and three middle guide teeth can be exposed.
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Loosen the hold down nut

As shown in the figure, turn the adjusting screw clockwise to
tension the chain and counterclockwise to loosen it

4. Chain tightness is shown in the following figure: Use note: pull
down the chain to expose 3 middle guide teeth

1. The new chain will be stretched at the beginning of use. Please
check and adjust it to the appropriate tension frequently, because
loose chains are easy to derail,

It may cause rapid grinding of the chain and guide plate.

2. The chain must be stuck on the sprocket. Please check it again
afterinstallation.

R e .
T p o

Pull down the chain, and 1-3 middle
guide teeth leak

Operating instructions

When using this equipment, please wear appropriate clothes
and work gloves. Before each use, ensure that the equipment
operates normally. The start/ stop switch and the safety switch
must work normally. When the start switch is released, the power
must be turned off. If the switch is damaged, stop using the
device. Ensure that the voltage of the power supply is consistent
with the voltage on the equipment nameplate. The risk of injury
can be reduced by wearing protective devices and ensuring that
the devices operate normally.




Confirm the working frequency to ensure the best working
condition. In order to save the use of battery power and ensure
the longest service life, do not overload the equipment and do
not cut branches with a diameter of more than 100mm. Unplug
the battery box when stopping the operation.

Cutting skills

1) When the equipment is in operation, please keep y our other
hand at least 15cm away from the cutting area, and do not put
your hand into the knife edge.

2) Do not use this equipment to forcibly cut large branches,
otherwise the chain may be stuck. In order to protect the battery
pack in cold or humid weather, please put it under waterproof
clothes. Please do not use this equipment in rainy days.

3) We recommend removing the battery after use.

4) If the user feels that the power is not enough or the cutting is
not smooth enough, please check whether the power is exhausted
for cleaning and maintenance. The service center is responsible
for performing the repair functions not mentioned herein. To
ensure the safety of use, only original parts can be used. Please
shut down the equipment before maintenance. Please cut off
the connection between the battery and the equipment, store
the battery in a safe package, and wear gloves when contacting
the chain. This can avoid the sharp blade scratching the user.
Subsequent cleaning and maintenance must be carried out
regularly Solt can ensure long-term reliable operation of the
equipment.

Battery and charger instructions

Be Careful

When installing or removing the battery pack, please place the
reversing lever in the center to lock the switch, so as to avoid
accidental triggering of the switch and causing safety problems. At
the time of delivery, the battery pack was only partially charged.
In order to ensure that the maximum power of the battery can
be exerted, the battery pack must be fully charged in the charger
before the first use.

Installing or removing the battery pack

1. Install the battery pack

As shown in the figure below, when inserting the battery pack, be
sure to insert the battery pack correctly until you hear the sound
of «click», which means that the battery pack is firmly installed
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on the machine. Otherwise, the battery pack will fall off from
the cabinet accidentally, thus causing injury to the operator or
others. Avoid inserting the battery pack with excessive force or
knocking with other objects.

Note: only the battery packs of the specified model can be
used. Using the battery packs of other brands may cause injury,
personal injury and property damage due to battery explosion,
and may also cause machine damage.

2. Remove the battery pack. Pack the battery under the machine
handle, press the battery pack button, and then pull out the
battery pack.

Note: do not forcibly pull out the battery pack.

3. Power display the power display is located at the body connected
with the battery pack. The power display status is as follows:

Green status Approximate remaining power
Threelights are on continuously | %100-66

Two lights are on continuously | %66-33

One lights are on continuously | %33-10

1. After inserting the charger plug into the socket, the green light
is always on to enter the charging waiting state.

2. Then insert the battery pack into the charger and start charging
when the red light is on.

Note: please ensure that the AC voltage parameters meet the
voltage requirements on the charger nameplate!!

Battery pack

Charger
|) indicator light




Storage tools

Before storage, please clean the tool. After removing the sprocket
guard, remove all debris and sawdust on the tool. After cleaning
the tool, run the tool under no-load condition to lubricate the chain
and guide plate. Cover it with the guide plate cover. The guide plate
empties the lubricating oil in the oil tank and puts it into the chain.

Removable battery

Antiskid Handle

Battery Removal
Switch
self-locking Switch

Side Cover

Press Knob

Chain

SIS bl

Gb olo P woe & Byiayj Sp Ul ol
bwgi (B wls o sad g AT o byl
Aol sod Ghls webpd ulpiin wlodd S
wlehd g gile mjlgd jl )it 4o olaiws slizl plas
JSlo bowgi (s wae Jgb o Ly (9o
g e di9pdy ubgrd jl sy wleas jloo
Ol jle 80 U lol jraed jo 6 jlw gaw i jgbio
wg o 0l d 5l jlexo wloas 580 jl LS og i (o grco
Wolod solaiwl ioBiws (b v diiuoj jo by colw
o8l bowgi ¢l junei dlBiws jleuowyol solaiwl wyguo jo
oo S eub Hog g SHu gy jloaps
eliliwl 4 @il jlg jl ooléiwl (g wlilwg) jl gl
2091 L g gulhl eyld do oy ol S wbud
Wgl ad GBS Jeli olaiws ouiiigpd yee Ly
Gl wlbpidie o By oyj dip deei 4 A9l U
wod wlods jSho o 5 wlehbs jI L lolb
Whoei (iS5 wae plall jl yuy 9wl o0 39290
gl o ploeil sy b wlous gla L Soulai bowgs
wleoas ;360 pulal glad g yyol jl glbl sl
Lo g 0090 dezlo whpd colw wg o deiliwed
ity Lulas Goeohesd Lyl 5 s oylass L



Warranty conditions

For the period stated in the warranty card
- 12 months - Zimberg power tools are
guaranteed by the company>s customer service.
All components of the device, except accessories
and consumable parts, are accepted for warranty
service once during the warranty period.
Due to the specialization in the repair of the
power tools in the field of parts identification
and troubleshooting of the device, consumers
are invited to use the authorized workshops
presented on the company>s website.
This guarantee is invalidated if the device is
left to wunauthorized repairs, improper use,
natural wear and tear, damage to the guarantee
card, damage due to power fluctuations, use
of non-standard accessories, breakage or
absence of the date or the stamp of the seller.
As a result of Zimberg>s commitment to
customers, the complete bank of spare parts
is available in the service centers, and after the
warranty period expires, the repair is performed
by the company>s service representatives.
For more information about the contact details
and address of the company’s Authorized Service
Centers, please visit our website ZIMBERGCO.
COM or call free telephone No “ 90008009”
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Specification

Model PZC-1420
Voltage 20V
Power 500 W
No-load speed: 4900 rpm
Chain speed: 8 m/s
Guide plate: 8 inches/ 20 cm
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Explosion map

Part list

No. | Part Name

1 Rotary knob

2 Cover plate

3 Guide

4 Small 8 inch chain

5 Shaft ring

6 Chain wheel

7 Oil tube

8 enclosure

9 Gasket

10 | Hex socket cylindrical head
screws

11 | Makita pin

12 | stator assembly

13 | Switchboard machine

14 | Shaft sleeve

15 | Output shaft components

16 | Qil can component transpar-
ent color

17 | Battery

18 | Rotor assembly

19 | Pan head self-tapping screw

20 | Oil tube spring

21 | gun head component
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