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نکات قبل از استفاده

• از نزدیک شدن کودکان به ژنراتور جلوگیری فرمایید.
• قبــل از شــروع بــه کار کابل و دو شــاخه و ســایر مــوارد را بــررسی فرمایید 

تــا نقص فنی نداشــته باشــند.
• بــه دلیــل فشــار زیــاد مکانیکــی ، تنهــا از کابلهــای با روکش لاســتیکی 

مقــاوم در برابر کشــش اســتفاده نمایید.
• بــررسی نماییــد ســوخت و روغــن دســتگاه به میــزان کافی در دســتگاه 
موجــود باشــد. همچنیــن بــر روی پوســته دســتگاه بنزیــن ریختــه نشــده 

باشــد یا نــشتی ســوخت نداشــته باشــد.
• محل استقرار ژنراتور را بررسی نمایید.

• چنانچــه از ســیم ســیار بــا ســطح مقطــع )قطــر( ۱.۵ میلیمتــر مربــع 
اســتفاده مــی نماییــد طــول ســیم نبایــد بیــش از ۶۰ متــر باشــد و چنانچــه 
از ســیم ســیار بــا ســطح مقطــع )قطــر( ۲.۵ میلــی متــر مربــع اســتفاده 

ــر باشــد. ــش از ۱۰۰ مت ــد بی ــد طــول ســیم نبای نمایی
ــر  ــب تغیی ــی مراق ــتارت هندل ــا اس • هــنگام روشــن کــردن دســتگاه ب

ــی باشــید. ــای ناگهان ــت ه جه
• در شــرایط اســتاندارد خروجــی ژنراتــور مطابــق خروجــی قیــد شــده روی 
ــر اســتاندارد دمــا، رطوبــت و ارتفــاع  دســتگاه مــی باشــد و در شــرایط غی

زیــاد خروجــی ژنراتــور کمتــر خواهــد بــود.
ــوش  ــور را خام ــی ژنرات ــل از هــر اقدام ــور قب ــان چک  کــردن ژنرات • در زم
ــی  ــا از روشــن نشــدن ناگهان ــوده ت ــدا نم ــا را ج ــر شــمع ه ــوده و وای نم

ــدا کــرده باشــید. ــان پی ــور اطمین ژنرات
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نکات ایمنی

مناســب  تهویــه  فاقــد  یــا  بســته  محیط	هــای  در  ژنراتــور  از  هرگــز   .1
نکنیــد. اســتفاده 

2. اســتفاده از ژنراتــور در فضــای بســته می	توانــد خطرنــاک باشــد و در 
ــاوی گاز  ــور ح ــزوز ژنرات ــرگ شــود. اگ ــه م ــه منجــر ب ــد دقیق ــرض چن ع
ــت  ــی رنگ اس ــو و ب ــمی بی ب ــه یک گاز س ــت، ک ــن اس ــید کرب مونوکس

و نمی تــوان آن را مشــاهده کــرد.
3. در شرایط جوی نامساعد مانند باران یا برف، از ژنراتور استفاده ننمایید.
4. پیــش از اتصــال ژنراتــور بــه شــبکه بــرق ســاختمان، حتمــاًً بــرق شــهری 

را به	طــور کامــل قطــع کنیــد.
5. ژنراتور را حداقل به فاصله یک متر از مواد قابل اشـــتعال قرار دهید.
6. در هنگام سوخت	گیری از کشـــیدن سیگار جداًً خودداری نمایید.
7. در زمان پر کردن مخزن سوخت، مراقب باشید سوخت سرریز نشود.
ــان  ــور اطمین ــل ژنرات ــودن کام ــوش ب ــش از ســوخت	گیری، از خام 8. پی

ــد. حاصــل نمایی
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اجزای قطعات
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عملکرد کنترل

کلید روشن/خاموش

هنگامــی کــه از دســتگاه اســتفاده نمی	کنیــد، کلیــد را در وضعیــت 
ــد. ــرار دهی ــوش( ق “OFF” )خام

برای راه	اندازی کلید باید دستگاه در وضعیت “ON” )روشن( باشد. 

کلید سوخت
وقتی کلیــد در وضعیــت “روشــن” )ON( قــرار دارد، ســوخت مخــزن از 

طریــق ایــن کلیــد عبــور کــرده و بــه محــل روغــن	کاری می	رســد؛

ــت  ــد در وضعی ــد ســوخت بای هــنگام خامــوش کــردن دســتگاه، کلی
“خامــوش” )OFF(  باشــد.

بــرای  کنتــرل جریــان هــوا بــه داخــل ســیلندر هــنگام اســتارت زدن 
می‌شــود. اســتفاده 

ــت  ــت  بســته: وقتی دســتگاه ســرد اســت، اهــرم را در حال • اهــرم در حال
“اســتارت” قــرار دهیــد.

• هنگامی که دستگاه گرم است، چوک را نصفه ببندید.
• اگــر ژنراتــور در دو بــار تلاش متوالــی روشــن نشــد، چــوک را در وضعیــت 
ــا دســت  ــا ب ــد را روشــن کــرده ی ــاز کنیــد و ســپس کلی “روشــن” )Run( ب

اســتارت بزنیــد.
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سوییچ اقتصادی

هنگامــی کــه کلیــد در وضعیــت "روشــن" قــرار دارد، ســرعت کارکــرد 
ــم می	شــود. ــه تنظی ــا ۳۸۰۰ دور در دقیق ــن ۲۶۰۰ ت ــور بی موت

هنگامــی کــه ایــن کلیــد در حالــت روشــن مــی باشــد ایــن کلیــد ســرعت 
ــم  ــده تنظی ــیله متصــل ش ــاز وس ــورد نی ــان م ــا جری ــور را متناســب ب موت
خواهــد کرد.ایــن موضــوع ســبب کاهــش صــدا و مصــرف ســوخت 

خواهــد شــد.

وقتی کــه ســوییچ اقتصــادی در وضعیــت "خامــوش" قــرار دارد، ســرعت 
موتــور بیــن ۳۱۰۰ تــا ۳۸۰۰ دور در دقیقــه خواهــد بــود.

ــزان  ــا می ــب ب ــج و متناس ــور به تدری ــرعت موت ــرد، س ــان کارک ــول زم در ط
ــد. ــش می یاب ــده افزای ــار واردش ب

ــد کمپرســور هــوا و یا...اســتفاده  هنگامــی کــه از دســتگاه	هایی مانن
 )Off( را در وضعیــت خامــوش  اقتصــادی  بایــد کلیــد  می	شــود،حتماًً 
قــرار دهید؛زیــرا ایــن نــوع تجهیــزات بــرای راه	انــدازی بــه جریــان راه	انــدازی 

بیشــتری نیــاز دارنــد.

درب باک سوخت 
بــرای بــاز کــردن درب بــاک ســوخت، آن را در جهــت خلاف عقربه	هــای 

ــا جــدا شــود. ــد ت ســاعت بچرخانی
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اتصال به زمین )ارت(

را داشــته باشــید.در  از برق	گرفتگــی نهایــت دقــت  بــرای جلوگیــری 
صورتــی کــه تجهیــزات برقــی بــه زمیــن متصــل شــده	اند، ژنراتــور نیــز 

بایــد حتمــاًً بــه سیســتم ارت متصــل شــود.

نکات مهم هنگام سوخت گیری:

• از پــر کــردن بیش	از	حــد بــاک خــودداری کنید.پــس از ســوخت‌گیری، 
اطمینــان حاصــل کنیــد کــه درب بــاک به	طــور کامــل بســته و محکــم 

شــده باشــد.

• پس از ریختن بنزین، سوخت اضافی ریخته شده  را با یک پارچه	ی تمیز 
پاک کنیدتا از آسیب به پوسته پلاستیکی دستگاه جلوگیری شود.

• حتمــاًً از بنزیــن بــدون ســرب اســتفاده کنید.اســتفاده از بنزین ســرب	دار 
می	توانــد به	طــور جــدی بــه قطعــات داخلــی موتــور آســیب برســاند.

• درب بــاک ســوخت را بــاز کــرده و بنزیــن را تــا ســطح نشــانگر )علامــت 
ســطح مجــاز ســوخت( اضافــه کنیــد.

• حجم مخزن سوخت: 12 لیتر

اتصال به زمین)ارت(

خط سطح سوخت
درب باک

حداکثر سطح سوخت
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روغن موتور 

ــه: ژنراتــور فاقــد روغــن موتــور اســت.پیش از اضافــه کــردن روغــن ،  توج
بــه هیچ	وجــه ژنراتــور را روشــن نکنیــد، زیــرا ایــن کار ممکــن اســت باعــث 

آســیب جــدی بــه موتــور شــود.

مراحل افزودن روغن موتور:
1. ژنراتور را روی سطح صاف و تراز قرار دهید.

2. درپوش گیج روغن )میله اندازه	گیری( را باز کنید.
3. روغــن موتــور پیشــنهادی را اضافــه کــرده و ســپس درپــوش را مجــددا 

محکــم ببندیــد.

استارت هندلی

را کاملًاً  )چــوک(  اســت، کلیــد ساســات  زمانــی کــه دســتگاه ســرد 
ببندــید.

ــه حلقــه شــروع  ــا کشــنده ب ــه آرامــی بکشــید ت ابتــدا هنــدل اســتارت را ب
در دســتگاه متصــل شــود، ســپس هنــدل  را یک دفعــه ســریع بــه ســمت 

بــالا بکشــید تــا ژنراتــور ظــرف دو بــار جســتجو روشــن شــود. 
اگــر روشــن نشــد، همیــن مراحــل را دوبــاره بــا ساســات بســته تکــرار 

کنیــد.

مشخصات روغن موتور پیشنهادی:

SAE 10W-30 :نوع روغن
استاندارد کیفیت API: استاندارد SE یا بالاتر

ظرفیت روغن: ۰.6 لیتر

نکته: هر بار قبل از استفاده بازرسی اولیه را  انجام دهید.
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دســتگاه	های الکتریکــی مــورد نظــر را بــه ژنراتــور متصــل کنیــد، ســپس 
کلیــد قطــع کــن مــدار را در وضعیــت )روشــن( دهیــد.

ــد  ــرده ای ــل ک ــور وص ــه ژنرات ــیله را ب ــد وس ــان چن ــورت همزم ــه ص ــر ب • اگ
ــوان   ــا ت ــب ب ــد متناس ــی بای ــای برق ــیله ه ــدازی وس ــوان راه ان ــوع ت مجم

ــد. ــور باش ــدی ژنرات ــرخ تولی ن
• بــا قــرار دادن کلیــد قطــع مــدار در موقعیــت "خامــوش"، آن را خاموش 

کنیــد. ســپس، تنظیمــات بــرق را از کنتــرل ژنراتــور جــدا کنید.

روش خاموش کردن موتور

1. سوئیچ موتور را خاموش کنید
•  پــس از اینکــه ژنراتــور بــه مــدت 30 ثانیــه بــدون بــار کار کــرد ، ســوئیچ 

موتــور را خامــوش کنیــد.
• ژنراتور کمی بعد متوقف خواهد شد.

2. روش‌های خاموش کردن
• خاموش کردن با یک فشار / روشن کردن با یک فشار : 

ســوئیچ موتــور را بــه مــدت ۱ ثانیــه فشــار دهیــد ، ســپس آن را رهــا کنیــد. 
دســتگاه ژنراتــور خامــوش خواهــد شــد.

• خامــوش کــردن از راه دور: دکمــه توقــف )Stop( :روی کلیــد کنتــرل 
را رهــا کنیــد.  آن  ، ســپس  ثانیــه فشــار دهیــد   ۱ بــه مــدت  را  راه دور  از 

دســتگاه ژنراتــور خامــوش خواهــد شــد.
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یادآوری های مهم خاموشی

• سوئیچ موتور
همیشــه پــس از خامــوش کــردن ژنراتــور، مطمئــن شــوید کــه ســوئیچ 

ــرار دارد. ــوش )OFF( ق ــت خام ــور در حال موت
 روشن گذاشتن آن ممکن است باعث تخلیه مداوم باتری شود.

• سوئیچ سوخت
موقعیــت  در  را  ســوخت  ســوئیچ  ژنراتــور،  کــردن  خامــوش  هــنگام 
"OFF" قــرار دهیــد تــا منبــع ســوخت قطــع شــود و از ذخیــره ســازی ایمــن 

ــان حاصــل شــود. اطمین

                  هشدار: دمای بالای سطح پس از خاموش شدن

پــس از خامــوش کــردن ژنراتــور، دمــای ســطح ممکــن اســت بســیار بــالا 
ــی کــه دســتگاه کاملًاً خــنک نشــده اســت، آن را  ــا زمان ــد . ت ــی بمان باق

ــد . ــام ندهی ــداری انج ــر و نگه ــه تعمی ــا هیچگون ــا ی ــس، جابج لم
عدم صبر کردن ممکن است منجر به سوختگی یا آسیب جدی شود.
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)AC( دستورالعمل اتصال برق متناوب

 از روشــن بــودن چــراغ آمــاده بــه کار AC بــر روی پنــل جلــوی ژنراتــور 
فرماییــد. حاصــل  اطمینــان 

ــن شــوید کــه ســوییچ  ــور مطمئ ــه ژنرات ــل از اتصــال ابزارهــای برقــی ب قب
ــز  ــه پری ــی را ب ــزار برق ــوش ) OFF( باشــد. دوشــاخه اب ــت خام ــا در حال آنه

ــد. ــور متصــل نمایی ژنرات

برنامه نگهداری ژنراتور

دسته	بندی بررسی بررسی قبل از 
استفاده

نگهداری - هر ۶ 
ماه یا ۱۰۰ ساعت

نگهداری - هر ۱۲ 
ماه یا ۳۰۰ ساعت

شمع بررسی، تمیزکاری 
یا تعویض ★ ★

روغن موتور بررسی سطح 
روغن ★ ★

لوله سوخت بررسی 
آسیب	دیدگی ★ ★

سوخت بررسی خط 
سوخت ★

فیلتر هوا بررسی و 
تمیزکاری یا 
تعویض

★ ★

اگزوز بررسی و 
تمیزکاری ★ ★

جاذب جرقه 
Spark Arres�(

)tor

بررسی و 
تمیزکاری ★

فیلتر سوخت بررسی و 
تمیزکاری ★

سر سیلندر بررسی و 
تمیزکاری ★

فاصله سوپاپ	ها بررسی و تنظیم ★

پیچ	ها و اتصالات بررسی شل بودن ★
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شمع

شمع یکی از اجزای مهم ژنراتور است و باید به صورت منظم بررسی شود.
1.درپوش نگهداری شمع و درپوش شمع را باز کنید.

2. آچــار مخصــوص )ســوکت( را از بیرون درپــوش وارد کــرده و آن را درون 
محــل شــمع پیــچ کنیــد تــا بــرای بــاز کــردن آماده شــود.

نکته:
فاصلــه دهانــه شــمع بایــد بــا اســتفاده از گیــج ضخامــت اندازه	گیــری و 

در صــورت نیــاز تنظیــم شــود.

نصب شمع

• گشتاور سفت کردن شمع:  ۲۰  نیوتن	متر 
• درپوش شمع و کاور آن را نصب کنید.
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تعویض روغن موتور 

   هشــدار! دمــای روغــن بســیار بــالا اســت. در هــنگام کار مراقــب 
ســوختگی باشــید.

ژنراتــور را  روی ســطحی صــاف قــرار دهیــد و آن را چنــد دقیقه روشــن نگاه 
کنیــد تــا موتــور بــالا بــرود، ســپس ژنراتــور را خامــوش کنید. 

 زیــر موتــور یک ظــرف مناســب بــرای جمــع آوری روغــن گذاشــته، روغــن 
را بــاز کــرده و بریزیــد.

پیچ را محکم کنید. 
میله نشانگر سطح را باز کنید.

توجــه! هــنگام اضافــه کــردن روغــن، دســتگاه را کــج نکنیــد تــا از 
اضافــه کــردن یــا کــم شــدن بیــش از حــد روغــن و آســیب بــه موتــور 

جلوگــیریـ ـشود.
روغن را تا مقدار مناسب اضافه کنید. 

 SAE10W-30 :روغن پیشنهادی
 SE یا  API گرید روغن: استاندارد

حجم بالاتر: ۰.۶ لیتر

درب را تمیز کنید تا روغن ریخته شده پاک شود. 

توجه! از ورود جسم خارجی به داخل محفظه موتور جلوگیری کنید.

میله نشانگر روغن )دیپاستیک( را محکم ببندید.
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فیلتر هوا

۱. پیچ را باز کرده و درپوش فیلتر هوا را بردارید. 
۲. فیلتر را خارج کنید. 

۳. فیلتر را با حلال بشویید و خشک کنید. 
۴. به فیلتر روغن بزنید و روغن اضافه را فشار دهید تا خارج شود. 

۵. فیلتر را درون محفظه فیلتر قرار دهید. 
توجــه: مطمئــن شــوید کــه ســطح فیلتــر بــه فیلتــر هــوا کاملًاً بســته و 

هیــچ فاصلــه	ای بــرای نشــت هــوای باقــی نمانــد. 

نکتــه: هرگــز بــدون وجــود فیلتــر هــوا ژنراتــور را روشــن نکنید.زیــرا ایــن 
موضــوع ســبب ســایش ســیلندر و پیســتون می‌شــود.

6. درپــوش فیلتــر هــوا را در جــای اصلــی خــود قــرار داده و پیچ‌هــا را 
محکــم کنیــد.
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مشخصات فنی

230  ولت ولتاژ

50 هرتز فرکانس

3.2 کیلو وات توان

3٫۵کیلو وات حداکثر توان

212 سی سی حجم موتور

استارت الکتریکی و هندل دستی سیستم استارت

لوازم جانبی

DC کابل اتصال

آچار شمع

آچار سایز 8 تا 10 میلی متر

قیف

پلاگ ۱۶ آمپر )2عدد(



 Specifications

Voltage 230V 

Frequency 50HZ

Rated power 3.2KW    

Max power 3.5 KW

Cylinder Capacity 212cc 

 Accessories

Spark plug wrench

Plug 16A (*2)

Funnel

Wrench 8-10mm

DC Cable

(Notice: Make sure that the surface of the foam filter element is close 
to the air filter, and do not leave a gap for air leakage. Do not start the 
engine without an overhead
filter;  Because of excessive gas production and use of cylinder wear.)
6.Empty the air filter cover in its original position and tighten the bolts.

18
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3. Tighten the drain bolt.
4. Unscrew the dipstick.

NOTE! Do not tilt the machine when adding oil, to prevent adding too 
much or too little oil damage to the engine.

5. Add the oil to the proper position.  Recommended oil: SAE10W-30 
Oil grade: API standard SE or higher Volume: 1.3L
6. Wipe the lid clean to remove oil spills.

NOTE!  No foreign matter is allowed to enter the engine casing.
7. Tighten the oil dipstick.

Air filter

1. Remove the bolt and remove the air filter cover.
2. Remove the foam filter element.
3. Clean the foam filter element with solvent and dry.
4. Add oil to the foam filter element and squeeze out excess oil. The 
foam filter element should be wet but should not drip oil.
NOTICE!  Do not twist the foam filter element forcibly to avoid damage.
5. Put the foam filter into the empty filter.
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NOTE: The spark plug gap should be measured with a thickness gauge 
and adjusted if necessary.

Replace engine oil
WARNING! Do not discharge oil immediately after shutting down 
the engine. The oil temperature is very high. Pay attention to prevent 
burns during operation.
1. Place the generator on a level surface and run the generator for a 
few minutes to raise its temperature, then stop the generator.
2. Place the oil basin under the engine, unscrew the oil bolt, and quickly 
pour out the oil.

Schedule for 
regular daily

 Every 20
 hours or

 in the first
 month of
 initial use

 Every 50
 hours or
 every 3
 months

 Every
 100

 hours
 or

 every 6
  months

 Every 300
 hours or every

year

    Engine oil
Inspect the oil level *

 Replace * *

      Air filter
 Inspect *

          Clean *

Fuel strainer bowl           Clean *

Spark plug           Clean * Replace

Valve clearance  Adjust *

Cylinder head            Wash  Every 300 hours

       Fuel tank and  
strainer            Wash  Every 2 years

Oil tube Replace  Every 2 years



Battery charging

(NOTE: Rated DC voltage for this generator is14V.)
1. Connect the red wire to the positive (+) terminal of the battery.
2. Connect the black wire to the negative (-) terminal of the battery.
3. Starting the generator.
4. Turn ECO switch to “OFF” position and begin to charge battery.
Make sure that the energy-saving (ECO) switch is in the "Off" position 
when

(NOTE: The following instructions in the user manual indicate that the 
charging is complete. Measure the electrolyte gravity to     determine 
if the battery is fully charged. At full charge, the electrolyte specific 
gravity is between 1.26 and 1.28, and the voltage is    between DC12.6V 
and 12.8V, or 12.1V
  (  Cause: electricity After the pool is full, continue to charge. Because 
the battery has a charging protection function, the voltage     will be 
displayed about 12.1V, but the voltage of the battery will be about 
12.6V after one use.)

WARNING!
Stop the generator before maintain it.

WARNING!
NOTICE! Only the specified authentic components can be used for 
replacement. Please contact the designated distributor for specific 
precautions.

15



AC Connecting 
All electrical equipment should be disconnected before inserting the 
plug.
Ensure that all electrical equipment, including wires and plugs, are in 
good condition before connecting to the generator; 

NOTICE!
Confirm that all the load carried by the generator is within the rated 
range; Ensure that the load current is within the rated current range of      
the socket.
(NOTE: Ensure that the unit is grounded. If electrical equipment 
requires grounding, the unit must be grounded.)

1. Make sure that the circuit breaker is off.
2. Start the generator.
3. Turn on the ECO switch to the On position.
4. Make sure that the output indicator is on.
5. Insert the plug into the AC socket.
6. Flip the handle of the circuit breaker to the "on" position ( in the 
closed state).
7. Turn on the electrical equipment.

(NOTE: Power Saving mode switch/power saving mode must be 
turned to "Off" before increasing engine speed.)
If the unit provides power for multiple loads or electrical equipment, 
start the unit in descending order according to the load size of each 
electrical equipment. 

14



Connect the electrical equipment, and then switch the circuit breaker 
protector to the "on" position. Note When multiple loads are used, 
connect another load after one runs normally. The total power of the 
load should not exceed the rated power of the unit.

13

Stop the engine Off load

Turn off the circuit breaker, turn the circuit breaker to the "Off" 
position, and disconnect the power setting from the generator control 
panel.

Turn off engine switch
Turn off the engine switch after
the generator running 30s without load Then the generator will soon  
be stopped

Please make sure that the engine switch is in OFF position or the 
battery will be discharging always. Turn off fuel switch When stop the 
generator, turn the fuel switch to “ OFF”  position.

WARNING! After shutdown, the surface temperature of the generator 
set is still very high. It is necessary to wait for the generator to cool 
down before moving or other operations, otherwise there will be the 
risk of burns
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decreases.   In addition, the load must be reduced when used in tight 
Spaces, where generator cooling is affected.

Start the generator (Recoil start)  

In the cold machine, turn the choke switch to the fully closed state, 
gently pull the rope first, so that the puller is connected with the 
starting ring in the machine, and then pull the rope upward for an 
instant to start the generator set within two times. If it does not start, 
perform the preceding operations with the choke.

Open choke valve After the unit starts, turn on the choke switch to 
the "run" position, run for 5 minutes without load, and then access the 
load.

Connecting load
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Check before operation
WARNING!
If any of the following parts do not work properly, please check 
and repair the engine carefully before starting it. Users should pay 
attention to the status of the generator.  Even when a generator is not 
in   use, its vital components can suddenly fail.
(Tip: A pre-operation check should be done every time the generator is 
used.)

Check before operation Fuel
1.Check fuel line in fuel tank.
2. Add fuel if needed.

Engine oil
Check engine oil line in the engine.
Add engine oil to the required position if needed.
Check whether if there is engine oil leakage

Abnormal cased during operation
Check running condition
Consult with dealers if necessary.
Note: Engine can operate at rated output load under standard 
atmospheric conditions.

Standard atmospheric   standard:
Ambient temperature 250C Atmospheric100kPa 30% humidity
The output of the generator will vary slightly depending on the 
ambient temperature, altitude (the higher the altitude, the lower the 
air pressure), and humidity. When temperature, humidity, and altitude 
exceed standard atmospheric conditions, the output of the generator 

Engine oil suggested: SAE10W-30 
Engine oil grade suggested: API standard SE Type
Engine oil capacity: 0.6 L

11
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Fuel Dangerous
Fuel is inflammable and narcotic.
Please read the safety instructions

carefully before refueling
1. Don't overfill the tank
2.  After refueling, make sure the fuel tank cover is tightened .

Fuel Adding
1. After adding oil, dry the remaining gasoline with a clean and soft 
cloth to avoid damaging the plastic shell.
2. Unleaded gasoline must be used. Leaded gasoline can seriously 
damage the internal parts of the engine.
3. Remove the fuel tank cap and add gasoline to the indicator oil level.
	
Fuel suggested: Unleaded gasoline
Fuel tank capacit:12 L

Engine oil
The generator is not injected with oil when it is delivered from the 
factory. Do not start the generator before filling enough oil, or it will 
damage the generator.
1.  Put the generator in a plain ground.
2.Unscrew the oil dipstick.
3. Add suggested engine oil and tighten the oil dipstick.

10
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ECONOMY SWITCH (ECO)
 
1.On: When the energy-saving switch is set to the "On"
position, the engine working speed is 2600r/min-3800r/min, during 
the working period, gradually increase the speed according to the size 
of the load, so as to obtain better fuel consumption and low noise.

2. Off: When the energy saving switch is set to Off, the engine speed 
ranges from 3100r/ min to 3800r/min. During the working period, the 
engine speed increases gradually according to the load.
(Reminder: When the impact load type device is used, such as air 
compressor and sinking water pump, the energy saving switch must 
be turned to the "off" position because of the need for larger starting 
current.)

FUELCAP
Remove the cap by turning it counterclockwise.

Grounding Terminal
When connecting the ground terminal to the ground wire, prevent 
electric shock. When electrical equipment is grounded, the generator 
must be grounded.

9

GROUNDING
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CONTROL FUNCTION
ON/OFF SWITCH
Used to start and shut down the engine, when not in use, please hit the 
"OFF" position; The ON/OFF switch must be set to the "ON" position 
when starting. A machine in operation;
Stop: The machine is in a flameout state.

FUEL SWITCH
When the switch is "on", fuel flows from the tank through the oil switch 
and into the oil applicator; When extinguishing, the fuel switch is in the 
"off" position.

CHOCK SWITCH
Used to control the air flow into the cylinder when starting: choke 
closed: when the unit is cold, the choke hit to the "start" position, if 
the unit is hot, then close half. If the generator set is not started for 
two consecutive times, open the choke to the "Run" position and then 
operate the switch or pull the starter by hand. Choke operation: The 
choke is open when the machine is running.

8
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PARTS  LIST

7
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• The wheel is adopted for convenience of equipment moving, do not 
use it in long distance, otherwise it will be damaged.
• During generator operation, avoid coming into contact with any 
revolving parts.
• During generator operation, observe surroundings, make sure there 
is no risk to the generator
• people and nearby equipment.
• During generator operation, do not lift or re-position. Turn the 
generator off ensuring it has come to a complete stop.
• Do not place weight on the equipment.
• The wheel is adopted for convenience of equipment moving, do not 
use it in long distance, otherwise it will be damaged.

6



Safety Instructions:

• Use outdoors only, exhaust gas released from the equipment 
contains Carbon Monoxide ( CO), which cannot be seen or smelt. 
Excessive inhalation of CO may cause a loss of consciousness and may 
claim life in extreme circumstances.
• Do not use this generator if exposed to rain or if wet, and store in an 
enclosed area when not in use.
• Keep the generator clean, remove any gasoline or oil spills on or 
around the generator.
• Do not connect the generator unit with mains supply or other power 
sources, use it alone.
• During generator operation, do not touch exposed wires.
• During generator operation, keep children a safe distance from the 
generator unit.
• DO NOT use the generator unless it is fully assembled as instructed 
in this manual.
• Properly ground the generator and verify grounding is in place before 
each use. Grounding regulations vary by location, consult a qualified 
electrician for verification.
• It is strictly prohibited to add fuel while the generator is operating;
• When adding fuel, keep far away from any ignition source, and NO 
smoking;
• When adding fuel, pay attention not to spill fuel on the equipment, if 
fuel is spilt
• clean it immediately, and only start it up when the spilt fuel has 
evaporated completely;
• During operation, be sure there are no combustibles within a 2m 
range.
• In case of long-term nonuse, make sure you use a fuel stabilizer.
• Do not place weight on the equipment.

Failure to follow the instructions in this manual may result in serious 
equipment damage, personal injury, or even death. Always read and 
understand all safety labels and this user manual thoroughly before 
operating the generator.
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Zimberg After Sales Service

Is f ahan

Sout h Khorasan

Zanjan

Ghazvin

Kermanshah

Lorestan

Yazd

Ea st Azer baijan

Albor z

R a za vi K hor as an

Sem na n

G hom

Kohgiluyeh &
 Boyer-Ahmad

Ma za ndar an

Wes t  Azerbaijan

Tehran

Nort h Khoras an

Sistan & Baluchestan

Kordes t an

Goles t an

Markazi

Ardabil

Charmahal & Bakhtiari

Khuzestan
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Kerman

Gilan

Hamedan

For more information about the contact details and address of the company’s 
Authorized Service Centers, please visit our website ZIMBERG.COM or call 
free telephone No.90008009



zimbergco.com
zimberg.co
info@zimbergco.com
90008009



Gasoline INVERTER
generator 3.5 KW
pzg-4535


