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تمــام نکات ذکــر شــده مهــم بــوده و عــدم رعایــت آن هــا می‌توانــد 
ــه را  ــن دفترچ ــود. ای ــتگاه ش ــر و دس ــه کارب ــی ب ــیب فیزیک ــه آس ــر ب منج
در جــای منــاسبی نگــه داشــته تــا همیشــه بتوانیــد بــه آن رجــوع کنیــد.

ایمن بودن محیط کار
اطمینــان  کار  محــل  مناســب  روشــنایی  همچنیــن  و  پاکیزگــی  از   •
حاصــل نمایــد. محیط هــای کاری شــلوغ و بــه هــم ریختــه یــا فاقــد 

کارهســتند. حیــن  حــوادث  ایجــاد  مســتعد  مناســب  روشــنایی 
ــد  ــار مانن ــتعد انفج ــای مس ــی در محیط ه ــزارآلات برق ــردن اب ــه کارب • از ب
ــی در  ــزارآلات برق ــد. اب ــودداری نمائی ــش زا خ ــات آت ــاور مایع ــط مج محی
حیــن عملیــات ممکــن اســت جرقــه تولیــد کننــد کــه در صــورت تمــاس 

بــا مــواد آتــش زا می توانــد منجــر بــه آتــش ســوزی یــا انفجــار شــود.
ــه  ــاب ب ــط کار اجتن ــص در محی ــر متخص ــراد غی ــا اف ــال ی ــور اطف •از حض
عمــل آوریــد. حــواس پرتــی نــاشی از حضــور ،افــراد ممکــن اســت منجــر 

ــود. ــن کار ش ــوادث حی ــاد ح ــه ایج ب

ــه  ــر از ٤٠ درج ــه و کمت ــر درج ــالای صف ــی ب ــرایط دمای ــا را در ش ــری ه • بات
ســانتی گــراد نگهــداری و شــارژ نماییــد. ایــن امــر اهمیــت بالایــی در 

حفــظ سلامــت باتــری و شــارژر دســتگاه دارد.
• از قــرار دادن شــارژر متصــل بــه پریــز خــودداری نماییــد و هــر بــار بعــد از 

شــارژ کامــل باتــری کابــل شــارژر را نیــز از پریــز جــدا نماییــد .
ــر  ــد مگ ــودداری نمایی ــط خ ــیار و راب ــیم های س ــه س ــارژر ب ــال ش • از اتص
ــتفاده در  ــت اس ــما جه ــتگاه ش ــارژر دس ــید ش ــور باش ــا مجب ــه واقع اینک
شــبکه بــرق شــهری ۲۲۰- ۲۴۰ ولــت و ۵۰ تــا ۶۰ هرتــز - بــرق جریــان 
مســتقیم طراحــی شــده اســت. از اســتفاده از هــر نــوع سیســتم بــرق 

جایگزیــن بــرای شــارژر جــدا خــودداری فرماییــد .
ــوید در  ــن ش ــرار داده و مطمئ ــودی ق ــطح عم ــارژر را روی س ــواره ش • هم

ــورد . ــه ای نمی خ ــا ضرب ــده ی ــد نش ــل آن لگ ــارژ کاب ــان ش زم
ــالا دور  ــرارت ب ــش و ح ــز از آت ــدن نی ــد ش ــس از فاس ــا را حتی پ ــری ه • بات

ــد . ــه داری نگ
ــری  ــداًً جلوگی ــارژر اکی ــا ش ــری ی ــر روی بات ــت ب ــدن رطوب ــیده ش • از پاش
نماییــد. تمــاس هرگونــه رطوبــت می توانــد منجــر بــه کاهــش عمــر 

ــود. ــتگاه ش ــری دس بات
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نکات مهم در خصوص نگهداری از باتری
ــوده  ــراه آن ب ــد هم ــنگام خری ــه ه ــتگاه ک ــی دس ــارژر اصل ــط از ش • فق

ــد. ــتفاده نمایی اس
• از شارژ باتری با شارژرهای متفرقه جدا خودداری نمایید .

• شارژر را در معرض بارش باران یا برف قرار ندهید.
• در صورت وجود ترک یا شکستگی روی پوسته ی باتری از اتصال آن به 
شارژر خودداری نمایید در این حالت خطر ایجاد اتصال کوتاه وجود دارد .

• در هنگامی که از دستگاه استفاده نمی کنید باتری ها را از دستگاه 
جدا کرده و دور از اجسام فلزی نگه دارید. به عنوان مثال از قرار دادن 
آنها در جعبه ابزاری که حاوی میخ، پیچ، کلید و ... است خودداری نمایید.

اجزاء دستگاه

نصب / جداسازی باتری 
برای خارج کردن باتری، همزمان با فشردن دکمه جلوی باتری، آن را از 
دستگاه بیرون بکشید.برای نصب باتری، زبانه باتری را در راستای شیار 

بدنه دستگاه قرار داده و آن را به داخل هدایت کنید.
باتری را تا جایی فشار دهید که با صدای کلیک ضامن آن قفل شود.

ــل  ــز قاب ــانگر قرم ــده، نش ــان داده ش ــه در شکل نش ــور ک ــر همان ط اگ
ــت. ــده اس ــل نش ــل قف ــور کام ــری به ط ــد، بات ــاهده باش مش

6. کلید روشن/خاموش

1. سر سوکت

 2.دکمه چپ گرد/ راست گرد

3. دسته

4. باتری لیتیومی

5. شاسی باتری
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هشدار:
همیشــه باتــری را به طــور کامــل نصــب کنیــد به گونــه ای کــه نشــانگر 
قرمــز قابــل مشــاهده نباشــد. در غیــر ایــن صــورت، ممکــن اســت باتــری 
به طــور ناگهانــی از دســتگاه جــدا شــده و باعــث آســیب بــه شــما یــا 

ــردد. ــان گ اطرافی
هشدار:

در صورتــی کــه باتــری بــه راحتی در جــای خــود قــرار نمی گیــرد، بــه 
درستی در حــال نصــب شــدن نیســت.

نمایش میزان شارژ باقی مانده باتری
۱. چراغ های نشانگر

۲. دکمه بررسی
باتــری  روی  بــررسی  دکمــه  باقی‌مانــده،  شــارژ  میــزان  نمایــش  بــرای 
روشــن  ثانیــه  چنــد  مــدت  بــه  نشــانگر  چراغ هــای  دهیــد.  فشــار  را 

می دهنــد. نمایــش  را  شــارژ  میــزان  و  می شــوند 
توجه:

بســته بــه شــرایط اســتفاده و دمــای محیــط، میــزان نمایــش داده شــده 
ممکــن اســت کمــی بــا ظرفیــت واقعــی باتــری متفــاوت باشــد.

توجه:
ــانگر  ــراغ نش ــود، چ ــال ش ــری فع ــت از بات ــتم محافظ ــه سیس ــی ک زمان

)اولیــن چــراغ از ســمت چــپ( شــروع بــه چشــمک زدن می کنــد.

۱. نشانگر قرمز

۲. دکمه
۳. باتری
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عملکرد کلید روشن/خاموش
هشدار:

قبــل از نصــب باتــری روی دســتگاه، حتمــاًً بــررسی کنیــد کــه ماشــه بــه 
درستی عمــل می کنــد و پــس از رهــا کــردن، بــه حالــت »خامــوش« 

بازمی گــردد.
ــا  ــد. ب ــار دهی ــه را فش ــت ماش ــی اس ــتگاه، کاف ــردن دس ــن ک ــرای روش ب
افزایــش فشــار روی ماشــه، ســرعت دســتگاه نیــز افزایــش می‌یابــد. 

ــد. ــا کنی ــه را ره ــت ماش ــی اس ــتگاه، کاف ــردن دس ــوش ک ــرای خام ب
توجه:

اگــر ماشــه بــه‌ طــور مــداوم بــه مــدت ۶ دقیقــه نگــه داشــته شــود، 
می شــود. خامــوش  خــودکار  صــورت  بــه‌  دســتگاه 

دکمه عملکرد معکوس
ــمک  ــه ک ــه ب ــت ک ــوس اس ــرد معک ــه عملک ــتگاه دارای دکم ــن دس ای

ــر داد. ــش را تغیی ــت چرخ ــوان جه آن می ت
برای چرخش در جهت ساعتگرد، دسته کلید را از سمت  A فشار دهید.

برای چرخش در جهت پادساعتگرد، آن را از سمت  B فشار دهید.
زمانــی کــه دســته کلیــد در وضعیــت خــنثی قــرار دارد، ماشــه قابــل 

فشــردن نخواهــد بــود.
هشدار: قبل از شروع کار، همواره جهت چرخش را بررسی کنید.

هشــدار: از دکمــه عملکــرد معکــوس فقــط زمانــی اســتفاده کنیــد کــه 
دســتگاه کاملا متوقــف شــده باشــد.در غیــر ایــن صورت،ممکــن اســت 

بــه دســتگاه آســیب وارد شــود.
عملکــرد  دکمــه  دســتگاه،  از  اســتفاده  عــدم  هــنگام  هشــدار: 

دهیــد. قــرار  )میانــی(  خــنثی  وضعیــت  در  را  را  معکــوس 

ماشه
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حالت سرعت کامل
را  ماشــه  اگــر  حتی  شــود،  فعــال  کامــل  ســرعت  حالــت  کــه  زمانــی 
به طــور کامــل فشــار ندهیــد، ســرعت دســتگاه بــه بیشــترین میــزان 

می رســد. خــود 
ــرعت  ــت(، س ــوش اس ــل خام ــرعت کام ــت س ــادی )وقتی حال ــت ع در حال

ــد. ــش می یاب ــه افزای ــردن ماش ــزان فش ــا می ــب ب ــتگاه متناس دس
برای روشن کردن حالت سرعت کامل، دکمه را فشار داده و نگه دارید.
برای خاموش کردن این حالت، دوباره دکمه را فشار داده و نگه دارید.
زمانــی کــه حالــت ســرعت کامــل روشــن باشــد، چــراغ مربــوط بــه آن نیــز 

روشــن خواهــد شــد.

نگهداری
• بــه منظــور جلوگیــری از گــرم شــدن بیــش از حــد موتــور، منافــذ تهویه 

روی دســتگاه را تمیــز نگــه دارید.
بــرای ایــن کار از یک پارچــه نــرم و مرطــوب بــا آب و صابــون اســتفاده 
کنیــد. هرگــز از حلال هــای شــیمیایی بــرای تمیــز کــردن اســتفاده 

نکنیــد، زیــرا ممکــن اســت بــه ابــزار آســیب برســاند. 
• ابزار نیاز به روغن کاری اضافی ندارد.

• در صــورت بــروز هرگونــه خرابــی بــرای تعمیــر دســتگاه بــا افــراد واجــد 
شــرایط در مراکــز خدمــات پــس از فــروش زیمبــرگ تمــاس بگیرید. 

کــودکان  دســترس  از  دور  و  ایمــن  و  خــشک  جــای  در  را  دســتگاه   •
کنیــد. نگهــداری 
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مشخصات فنی دستگاه

CZB-3510مدل

21 ولت ولتاژ

2000-0 دور در دقیقهسرعت در حالت آزاد

3/4 اینچدرایو

1000 نیوتون مترحداکثر نیروی گشتاوری

2200-0تعداد ضربه در دقیقه

لوازم جانبی

باتری 21 ولت 4 آمپر
فست شارژر 2.5 آمپر

M27  سوکت
BMC
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نقشه انفجاری دستگاه
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 لیست قطعات دستگاه

نام قطعهشماره

کاور1

ال ای دی2

ارینگ3

کاور ال ای دی4

پوسته گیربکس5

واشر6

واشر7

شفت8

پک ضربه زن9

دنده10

پین11

واشر12

ارینگ13

بلبرینگ14

حلقه دنده15

واشر16

ارینگ17

پوسته بالشتک18

پیچ19

بالشتک20

پیچ21

آرمیچر22

ته پوسته23

پیچ24

پیچ25

پین26

ضربه گیر27

پوسته چپ و راست37/28

کلید29

اهرم تغییر حالت کلید30

نمایشگر برد31

برد32

عایق33

پین34

سوکت باتری35

کاور ال ای دی36
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Part list

NO English  Name

1 Ring Shape Light Cover

2 Led Ring Light Panel

3 O Ring 50*1.5

4 Lampshade Baffle

5 Aluminum Head Shell

6 Leather Ring 19*3

7 Flat Cushion 2.5

8 T-Type Spindle

9 Strike Block 
Components

10 Planetary Gear

11 Cylindrical Pin 5*12

12 Φ20*1 Flat Washer

13 O-ring φ60*2

14 6904 Bearing

15 Integral Internal Gear 
Ring

16 Wool felt φ8

17 O-ring φ19*1

18 Motor housing

19 M5*30 Screw

20 Stator

21 ST4*20-F Screw

22 Armature

23 Back Cover

24 ST4*18-F Screw

25 ST4*16 Screw

26 Cylindrical pin φ2*27

27 Shock-absorbing 
rubber

28/37 Handle

29 Switch

30 F/R Lever

31 Display Light Bracket

32 Control Board

33 Insulation black foam

34 Rubber column 
φ3.8*8

35 Charger Feet

36 Light Cover
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explosion  map
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Specification

CZB-3510Model

21VBattery Voltage

3/4”squareOutput Shaft

0-2000rpmNo-load Speed

1000N.mMax Torque

2200ipmImpact frequency
21V/4.0Ah Battery*1pc
2.5A Fast charger*1pc

Socket M27*1pc
BMC

Accessories
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Full speed mode
When full speed mode is turned on, the tool speed becomes 
fastest even if you do not pull the switch trig- ger fully. When full 
speed mode is turned the tool speed increases as you increase the 
pressure on the switch trigger. To turn on full speed mode, press and 
hold the button. To turn full speed mode, press and hold the button 
again. The lamp turns on while full speed mode is on. 
NOTE: Full speed mode continues even after switching the impact 
force mode/auto stop mod pulled. 
CAUTION: When installing the hook, always If not, the hook may 
come from the tool and result in the personal injury.
CAUTION: Use the hanging/mounting parts for their  
intended purposes only. Using for unin- tended purpose may cause  
accident or personal injury.

Maintenance and Daily care
• Keep the ventilation slots on the tool clean to prevent
• the motor from overheating. If the dirt does not come off, use 
a soft, damp cloth with soap and water. Never use aggressive  
liquids for cleaning, it could damage the tool.
• The tool does not require extra lubrication.
• If any failure or wear occurs, contact qualified personnel for it to 
be repaired.
• Store the power tool in a safe, dry place out of the reach of children.
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NOTE: Depending on the conditions of use and the ambient  
temperature, the indication may slightly from the actual capacity. 
NOTE: The (far left) indicator lamp will blink when the battery  
protection system works.

Switch  action
CAUTION: Before installing the battery cartridge into the tool,  
always check to see that the switch trigger actuates properly and 
returns to the “OFF” position when released.
To start the tool, simply pull the switch trigger. Tool speed is  
increased by increasing pressure on the switch trigger. Release 
the switch trigger to stop.
NOTE: The tool automatically stops when you keep pulling the 
switch trigger for 6 minutes.

Reversing switch lever 
CAUTION: Always check the direction of rotation before operation.
CAUTION: Use the reversing switch only after the tool comes to a 
complete stop. Changing the direction of rotation before the tool 
stops may dam- age the tool.
CAUTION: When not operating the tool, always set the revers-
ing switch lever to the neutral position. This tool has a reversing 
switch to change the direction of rotation. Depress the reversing 
switch lever from the A side for clockwise rotation or from the B 
side for counterclockwise rotation. When the reversing switch 
lever is in the neutral position, the switch trigger cannot be Full 
speed mode.

Switch trigger
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Installing or removing battery cartridge
To remove the battery cartridge, slide it from the tool while  
sliding the button on the front of the cartridge. To install the battery  
cartridge, align the tongue on the battery cartridge with the groove 
in the housing and slip it into place. Insert it all the way until it locks in 
place with a little click. If you can see the red indicator as shown in the 
it is not locked completely. 

CAUTION: Always install the battery cartridge fully until the red 
indicator cannot be seen. If not, it may accidentally fall out of the 
tool, causing injury to you or someone around you.
CAUTION: Do not install the battery cartridge forcibly. If the  
cartridge does not slide in easily, it is not being inserted correctly.

Indicating the remaining battery capacity:
 1. Indicator lamps 
2. Check button
Press the check button on the battery cartridge to indicate the 
remaining battery capacity. The indicator lamps light up for a few 
seconds.

1. Red indicator

2. Button
3. Battery cartridge
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unless you really have to. Your device’s charger is designed for 
use in the urban power grid (220-240 volts and 50-60 Hz - direct 
current electricity). Avoid using any type of alternative power 
system for a separate charger.
•Always place the charger on a vertical surface and make sure 
that the cable does not get kicked or bumped while charging.
•Keep batteries away from fire and high heat even after they have 
deteriorated.
•Strictly prevent moisture from splashing on the battery or 
charger. Contact with any moisture can result in reduced battery 
life of the device.

Tips for maintaining maximum battery life
• Charge the battery before completely discharged. Always stop 
tool operation and charge the battery when you notice less tool 
power.
• Never recharge a fully charged battery cartridge. Overcharging 
shortens the battery service life.
• Charge the battery with room temperature 40-°10 50) of 104 
of). Let a hot battery cool down before charging it.
• Charge the Lithium battery when you do not use it for more than 
six months.

Parts list

1. inch socket head

4. Lithium battery

5.Battery release latch 

6. On/off switch

2.Forward/reverse 
switch

3.Handle



Safety Tips:
• Warning: All of the above points are important, and failure to  
follow even one of them can result in physical harm to the user 
and the device. Keep this notebook in the right place so that you 
can always refer to it.
• Workplace Safety:
• Keep your work area clean and well lit. cluttered benches and 
dark areas invite accidents.
• Do not operate power tools in explosive atmospheres, such as 
in the presence of flammable liquids, gases, or dust. Power tools 
create sparks which may ignite dust or fumes.
• Keep bystanders and children away while operating a power 
tool. Distractions can cause you to lose control.

Battery tool use and care
• Your battery cells are of the lithium cell type, and simple tips can 
dramatically increase their lifespan.
•Use only the original charger of the device that was with it when 
you bought it, and in case of failure, to prepare a replacement, 
only through authorized service dealers. Avoid charging the  
battery with separate chargers.
•Do not open the charger of the device under any circumstances and 
in case of any disruption in its operation, check the case through the 
authorized dealers
•Do not charge batteries in atmospheric conditions with high  
humidity. - Do not expose the charger to rain or snow.
•If there is a crack or fracture on the battery shell, do not connect 
it to the charger. In this case, there is a risk of a short circuit.
•Always use the original batteries of the device and if you need to 
get a replacement, only through authorized dealers

•Store and charge the batteries in conditions above zero degrees 
Celsius and below 40 degrees Celsius. This is of great importance 
in maintaining the health of the device’s battery and charger.
•Avoid putting the charger plugged into the outlet and disconnect 
the charger cable from the outlet each time after the battery is 
fully charged.
•Avoid connecting the charger to mobile wires and connectors 
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For more information about the contact details and address of the company’s 
Authorized Service Centers, please visit our website ZIMBERG.COM or call 
free telephone No.90008009

Zimberg After Sales Service
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